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Glucose Meter
URIT-25Vet

Technical Specifications

Unit

Principle

mmol/L and mg/dL Optional

5 s

Time to Result

Sample Type

Capillary Blood

1 μL

Sample Volume

Display

Strip

1.85 inch LCD Screen

URIT G25 Blood Glucose Test Strip

Up to 500 Sample Results

Data Storage

95*53*22 mm, 61 g (with battery)

Dimension

DC 3V (2 AAA Batteries)

Power Requirement

At Least 1,000 Tests

Battery Life

Bioelectrochemistry Method

Measuring Range

1.1 mmol/L-33.3 mmol/L (18 mg/dL-600 mg/dL)
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Blood Glucose Concentration (mmol/L)
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Precision

No. 1 URIT-25Vet
No. 1 URIT-25Vet

R2>98%

High Accuracy

Glucose Meter
URIT-25Vet

Reliable, High Performance Easy to Use

High Precision

CV<5%

Fast, Reult in 5 s

5
SECS

Insert Code Chip

Apply Blood Sample

Insert Test Strip

Read Result

Efficient, Better Management

7-day, 14-day and 30-day Average Test Result Display

Automatic Battery Monitor and Low Power Alarm

Automatic Error Alarm

Automatic Temperature Monitor
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